




RECOMMENDED MATERIALS LIST 
 
Items Supplied by Agriboard Industries: 
1. Pressure treated sill plates and all connecting profiles, cut to size. Sealed on-site with Permachink Shell Guard. 
2. Construction adhesive - Titebond Subfloor Adhesive. 
3. 5/16” x 3-1/2” R4 Star Head screws 
4. 5/16” x 6” R4 Star Head screws, if needed 
5. Simpson Strong Tie connectors and nails, when specified by Agriboard’s design. 
 
Items Supplied by Customer: 
1. Fork Truck with 6’ forks or crane. 
2. Panel lifting jig / device as detailed below. 
3. Sill seal gaskets @ 5-½” wide for 4-3/8” panels 
4. Minimally expanding foam aerosol to seal Agri-Panel lifting holes and electrical chase holes. 
6. Incidental 2”x 4” studs as temporarily braces to maintain a safe and level position when setting panels. 
7. Wall outlet boxes must be surface-mount type to attach to OSB. Specify offset boxes for use with dry wall. 
8. Metal flashing – as required per customer’s specifications. 
9. Exterior caulk – Permachink Energy Seal.  
10. Simpson Strong Tie connectors for racking, seismic or uplift, as required by customer’s specifications. 
 
Required Panel Lifting Jig / Device 
Purchased from Agriboard at a cost of $100 per set. The fee is fully refundable on return. 
Lifting wall panels requires (see sketch): 
1. 2 pairs of ½” x 4” x 8” steel plates; each plate having a 7/8” hole located 1-½” in at each end. 
2. 4 each ¾” x 10” grade 8 bolts, nuts and washers 
3. 2 each 2” x 8’ lifting straps, rated for a minimum of 3000 lbs. each, with loops at each end - typically supplied 
by the crane operator. 
 
Other Recommended Tools Supplied by Customer 
2 each 6’ forklift extensions. 
2 each pry bars @ 2’, 3’, and 4’ lengths. 
3 Screw guns, 6.5 amps Makita or equivalent. 
T25 bits to fit R4 Star Head screws. 
6 lb. sledge hammer to completely seat the profile keys into the panels 
Drill and bits to drill and countersink wooden sill plates. 
Other misc. power tools: e.g. circular saw to cut doorway struts 
4 each ¼ gallon caulking guns 
2 each eight foot (8’) ladders to safely install top keys. Tall structures require extension ladders, scissor lift, etc. 
to access panel tops. 
 
Recommended Crew Size 
Recommended crew size: 6 people 
a. Laborers – 4 
b. Sky Track or crane operator - 1 
c. Supervisor - 1 





           UNLOADING OR STACKING 
 
 

1. Panels are shipped horizontally, separated with 4” spacers and covered with tarps. 
 
2. Panels are clearly labeled to match Agriboard’s layout drawings (attached). 

 
3. Whenever possible, panels are loaded sequentially in order to minimize handling 

while accommodating temporary staging or direct construction. 
 

4. The recommended method of unloading the panels from the flat bed truck: 
a. Forklift or Skytrack with 6’ forks or 6’ fork extensions with at least 5’ 

carriage width.  
i. 7-7/8” panels should be unloaded one at a time 

ii. 4-3/8” panels are positioned for unloading three at a time 
b. A crane can be used with following instructions: 

i. Unload panels one at a time. 
ii. Bolt panel lifting jig / plates in holes provided in each panel.  See 

Required Materials List – page 2 and Panel Lifting Detail page 3.  
iii. Lifting straps are required with a minimum of 3,000 lbs. load 

capacity each.  
 
5. If panels are stacked for staging, use the following directions: 

a. Panels should be placed on spacers so that they are at least 3” off the 
ground.  The ground should be as level as possible. 

b. The spacers are placed between the panels similar to the shipping 
configuration to prevent warpage.  The distance between spacers should 
be no more than 8’ apart. 

c. CAUTION: Improper storage can cause damage to panels that may 
require replacement. 

d. Panels should be covered to prevent water and/or moisture damage prior 
to installation. 
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